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Patch Process Steps  Current Patches 

Potential 
Patches 

OB4 DR# Patch ID Development CM Build System Testing (Test 
bed/alpha test) 

OB5 DR#  Priority 

A WarnGen will not properly format the MND Header 
when the UGC codes are greater than 3 lines 

 15906 FSL_A100717  X  15694 C 

B Follow-ups use previous time and locations in the 
Pathcast 

 15905 FSL_A100716  X  15743 C 

C Time in the MND Header doesn't match the VTEC 
issue time for corrections 

 15904 FSL_A100715  X  15745 C 

D VTEC ETN Number occasionally jumps  15903 FSL_A100714  X  15749 C 

E Allow RMR to repeat every 4.1 minutes - the scan 
time of the new VCP12 

 15998 FSL_A100725    15120 M 

F Create text decoder exclusion file to allow the sites to 
filter out unwanted data 

 15929 SEC_A100718  X  14466 M 

G Filter NOAFOSPIL in the StdDBDecoder  15930 SEC_A100719  X  15656 M 

H VTEC ETN duplicate ETN check fails with ETN 1 or 
when no previous product includes VTEC 

 15995 FSL_A100726    15985 M 

I WFOA: WFO/CWA-Oriented View of Local 
Warning Graphical Product 

 15994 FSL_A100727    15984 M 

J          

K          

L          

M          

N          

O          

P          
 

 Priority: M - Major, C - Critical 
 


